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FLEXIBLE PAVEMENT INDEX - 19

Colorado Procedures — Laboratory:
HMA Testing TroublesShOotiNg GUIE .......cciceiiiiiiiii e e e aeeaae s CP-L 5100
Verification of Laboratory Equipment Used to Test Bituminous MiIxXtures ..........cccccceeevvvivvvenennnnn. CP-L 5101

I Resistance to Deformation of Bituminous Mixtures by

Means Of HVEEM APPAIALUS ........ooiiiiiiiiiiiiie ettt ettt e sb e sb e e s snneee e CP-L 5106
I Resistance of Compacted Bituminous Mixture to Moisture Induced Damage............c.ccceeernnen. CP-L 5109
ReSIlieNt MOAUIUS TESE (MR) ..vveeeiiriiieiiiiiee ettt ettt ettt ettt e et e e e s e e snnee s CP-L 5110
Determining the Percent of Recycling Agent to Use for Cold Recycling
(o) AN o] 4 F= Y| A O o] [ = (= SRR CP-L 5111
Hamburg Wheel-Track Testing of Compacted Bituminous MiXtUI€S.............cccvvveeeeeereiicinneeenenn CP-L 5112
French Rut Testing of Compacted Bituminous MIXIUIES. ........cccceeiiiiiiiiiieeeeeiiiiiiieeeeeessssinneeeeee s CP-L 5114
I Preparing and Determining the Density of Bituminous Mixture Test Specimens
Compacted by the Superpave Gyratory COMPACIOr..........ceuveeeiiiiiiriieieee e aiiiieeeeee e e CP-L 5115
Linear Kneading Compaction of Bituminous MIXTUIES ..........c.eeviiiiiiieiiiiiie e CP-L 5116
Superpave Design for Hot MiX ASPRAIL .........ouuiiiiiiii e CP-L 5117
I Determination of the Asphalt Binder Content of
Bituminous Mixtures by the Ignition Method.............ccccovviiiii CP-L 5120
Mix Design for Hot In-Place Recycling of Asphalt Pavements.............ccccceeiiiiiieeieinniiiieeen CP-L 5140
I Contractor Asphalt Mix Design Approval Procedures Utilizing
RAP Millings from the Same ProjECL.........c..vii it e CP-L 5145
Adjusting Moisture Requirement to Hydrate Lime in Asphalt MiXes ..........ccccoccveeiiviiciiinnees cens CP-L 5150

Standard Test Procedures: AASHTO

Materials Finer Than 75-uym (No. 200) Sieve in Mineral

PaXo To | (=T F= E= TS o) VAoV - T 11 o SRR T11
Mechanical Analysis of Extracted AQQregate ..........uueeeeiiiiiiieiiiee e iciiiieee e e e e e e e s snrnaeeeee s T30
Specific Gravity and Absorption of FiNe AQQregate........ceeeiiiiciiieeeee e eeiree e T84
Specific Gravity and Absorption of Coarse Aggregate ... T85
Quantitative Extraction of Asphalt Binder from Hot Mix Asphalt (HMA).............coooiiiiiiii s T 164
Theoretical Maximum Specific Gravity (Gmm) and Density of Hot Mix Asphalt (HMA)............. T 209
Uncompacted Void Content of FiNE AQQregate........uuieiiiiiiiieiiiee e ieciiieee e e e s seirree e e e e e s snnrnaeeaae s T 304
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Preparing and Determining the Density of Hot Mix Asphalt (HMA) Specimens by
Means of the Superpave Gyratory COMPACIOL. ......c.cui ittt et e e e T 312
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